6" MIN. OUTSIDE
OF PIPE BELL

MIN. 6" OR SPECIFIED -~
BEDDING THICKNESS -
WHICHEVER IS GREATER

STANDARD ENCASEMENT DETAIL

TRENCH WIDTH

~ 6" MIN. ABOVE PIPE BELL

\ CONCRETE

ENCASEMENT

6" MIN. OUTSIDE

OF PIPE BELL

8" MIN. ABOVE -
PIPE BELL

COMPACTED PIPE BEDDING
AND HAUNCH MATERIAL - \

SEE STD. DETAIL 201 \

STANDARD CAP DETAIL

NOTES:

1.

COMPRESSIVE STRENGTH OF 3,000 PSI.

OF CLEARANCE EXISTS.

CONCRETE.

THE CONCRETE SHALL ATTAIN A 28 DAY MINIMUM ULTIMATE

CAP ALL LOWER LINES AT UTILITY CROSSING WHEN LESS THAN 12"

INSTALL ISOLATION MATERIAL AROUND PIPE BEFORE PLACING

SPRINGLINE

/ CONCRETE CAP

6" MIN. OUTSIDE

OF PIPE BELL

CITY OF CORVALLIS

ENGINEERING DIVISION

CONCRETE CAP

&
ENCASEMENT
fDATE: JANUARY 2020 I SCALE: NONE STANDARD DETAIL No.

APPROVED:

s 202




