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NOTES: SECTION A-A SECTION B-B
1. WHEN GUTTER SLOPE EXCEEDS 5%, LOWER TOP OF FRAME AND GRATE TO 1"
BELOW TOP OF GUTTER ON HIGH END AND TAPER GUTTER FOR TWO FEET - LOW
END SHALL MEET NORMAL GUTTER GRADE.
2.  WHERE OIL / WATER SEPARATOR IS REQUIRED USE SEDIMENT TRAP PER CITY OF CORVALLIS

STANDARD DETAIL 208B OR APPROVED EQUAL.
ENGINEERING DIVISION

3. EXTEND TRACER WIRE INTO INLET STRUCTURE THROUGH WEEP HOLE
PENETRATION OUTSIDE OF PVC PIPE. TYP FOR ALL PIPE RUNS ENTERING
STRUCTURE. LEAVE ENOUGH FREE WIRE TO EXTEND 18" ABOVE GRATE. SEE
STANDARD DETAIL NO. 201 FOR TRACER WIRE SPECIFICATIONS. G2 GUTTER INLET

CATCH BASIN

4. IN CASES WHERE UTILITY CONFLICTS DON'T ALLOW SUFFICIENT SPACE FOR
INSTALLATION OF THE ODOT G2 STRUCTURE, INSTALL ODOT TYPE 3 CATCH BASIN

MANUFACTURED BY OLDCASTLE PRECAST, 2' - 9" SQUARE STRUCTURE WITH IDATE: JANUARY 2020 I SCALE: NONE STANDARD DETAIL No.
ADJUSTABLE TOP SECTION OR APPROVED EQUAL.
APPROVED: 4 208




